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CLOTH GUIDER / KNIT GUIDER / RING GUIDER

’ Model PN-10-0P
Model PN-12-0P
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Model PN-10
Model PN-12

Model PN-4

Model PN-50

A pair of roller nips the web at both selvages so that
the web runs in the center of the associated
machine. Either electric or pneumatic type are
available and diverse models can be offered
according to the ambient conditions and applications.
Photoelectric sensor is also available instead of
mechanical edge feeler. Optionally the pair of roller
can be supplied in a special design which enables to
open the roller by 30 degrees.
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ELECTRIC CLOTH GUIDER

Model S2-DC
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TEBO—)L  ¢72%217mm SUS 304  Operation roller ¢72X217mm SUS 304
=] Fixed roller $65X210mm NBR
ﬁ 3 [©® :_E)‘/FEJ I 73(1)6?2;2210?(;1\] NBR Pressure between rollers : 40N/horizontal
BN 2 Pnearater e 50N/vertical
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@ TEEjo—)L ¢72x288mm SUS 304  Operation roller ¢72X288mm SUS 304
/@ FEa—)V  $65%280mm NBR Fixed roller $65X280mm NBR
Pressure between rollers : 40N/horizontal
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® 1. Operation roller RE7 gfg ggﬁ 50N/vertical
ol pu il e s = DC magnet
hd I i Jj 4. Switch box [ERIASEZ 2 Mass  30kg/pair
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* Please specify Model SUPPLY VOLTAGE (100V/200V), and WEB RUNNING DIRECTION (downward!, upwardt, horizontal—)
when ordering.
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CLOTH GUIDER APPLICATION
EXAMPLES
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PNEUMATIC CLOTH GUIDER

1. Operation roller
2. Fixed roller

3. Nylon tube

4. Rubber hose nipple for air supply
5. Valve

6. Feeler lever

7. Diaphragm cylinder
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TEBT—)L  $65%x100mm NBR

FEATURES
e Compact, yet high power suitable
for narrow-width, high-tension webs.

SPECIFICATION
Operation roller ¢65X100mm NBR

[ ! FEET—  $65%x100mm NBR Fixed roller $65X100mm NBR
TN TO—VIES  0~245N SR e Pressure between rollers : 0~245N
R & T i Bm 18kg /14l adjustable
D ) Sf } Mass 18kg/pair
arYlive
MOdel PN'1 o 1. Diaphragm unit
2 Pt 5 R FEATURES
o ot 16 oPN—4XNT— L EMEL * Rollers are longer than PN-4 suitable
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fEBIT—)L  $65x245mm NBR Operation roller $65 X 245mm NBR
[ 2N [EEa—V  $65x245mm SUS 304 Fixed roller $65X245mm SUS 304
g - ‘ T—)VIEET)  0~245N FREETHE Pressure between rollers : 0~245N
o : 6 - 1 B 34kg 14 adjustable
; 5 . 9 Mass 34kg/pair
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1. Diaphragm unit
2. Operation roller
3. Fixed roller
4. Frame
5. Fitting bolt M16
6. Selvage Finger
7. Air nipple (PF 1/4)
8. Valve
9. Bracket

10. Safety bar
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fEBha—)L  $65x305mm NBR
FEEa—)V  $65x305mm SUS 304
T—)VIEET)  0~245N FREETHE
B&  3vkg /1M

FEATURES
* Most popular as a standard type.

SPECIFICATION

Operation roller ¢65X305mm NBR

Fixed roller $65X305mm SUS 304

Pressure between rollers : 0~245N
adjustable

Mass 35kg/pair

Model PN-50
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1. Hose nipple
2. Valve unit

3. Mounting bracket
4. Operation roller
5. Diaphragm unit
6. Valve cover

7. Protector

8. Spring box

- —— 4 9. Main bracket

10. Feeler lever

11. Frame unit
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fEBm—)L ¢70x500mm NBR

FET—)  ¢70x500mm NBR

u—VHET)  0~250N

B PN-50C 5lkg 14l
PN-50B 55kg, 1

FEATURES

*500mm roller length.

¢ Suitable for rubber sheet, liner
for rubber sheet, denim, etc.

SPECIFICATION
Operation roller ¢70X500mm NBR
Fixed roller @70X500mm NBR
Pressure between rollers : 0~250N
Mass PN-50C 51kg/pair

PN-50B 55kg/pair
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* Please specify TYPE and WEB RUNNING DIRECTION (downward /!, upward?, horizontal—) when ordering.
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Additional Options:

ssETIV:Available Model
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*Photo-sensor type
Non-touch detection is available

Za—NFVIRIOARTA(E
Electric Cloth Guiders
Pneumatic Cloth Guiders
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*Light nipping, low rotation, light touch

Model PN-10-TN

BOVAEHICELTLVET, feeler type. Suitable for thin web. Model PN-12-TN
*x I 7 AICEBO—ILEER *Roller open type with air cylinder Model PN-10-OP
DI RBPBESTY. Web change is easy. Model PN-12-OP
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*10mm Stroke Model
With a maximum opening of 10mm roller gap,
it is also possible to use for thick web.
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Pneumatic Cloth Guiders
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Other options are available upon request. Please consult us.
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AIR-REGULATOR FOR PNEUMATIC GUIDER
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ADJUSTING BRIDGE
Model SB-65
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FEATURES
- Standard type.

- Permits easy mounting of cloth guider pair.
- Two end handles separately move the guiders mounted on

the respective sides from the support mounting bracket to
the support center. A built-in clutch, when engaged, permits
simultaneous control of both guiders with one end handle
to narrow or widen the breadth between them.
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KNIT GUIDER
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Model TG-A is a device to stretch and guide the selvedge curl of knitted fabrics such as tricot,
jersey,etc. The disc rotates at a fixed speed and direction to stretch the selvedge curl.

When the selvedge curl is extended to stretch out the fabrics, the selvedge pushes the feeler and
consequently the push-plate which holds the fabrics detaches from the disc and ceases to stretch.
Thus the guider is designed to guide the fabrics and open the selvedge by the push-plate which
constantly extends the selvedge and stretches out the fabrics repeatedly.

Model TG-A BB

Air Port B Motor
(One-Touch Fitting)

Specifications

Induction Motor 0.2kw
AC 220V Three Phase 4P

Rp (PS)1/8 FERZERE Air Pressure 0.05~0.1Mpa (7-141b/In?)
B ZRUHEE Air Consumption 10~20 liter/min
FTAUEHERE | Disc Diameter 282MM (11in)
T AU EERH Disc Revolution }gg :grn: Zi gg:i
RATR Speed of Material 60m/min max (190 ft/min)
o il Width of Material 500~2000mm (19-80 in)
B8 Mass 37kg/set

Rotation Direction
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Model RIG-10
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Model RIG-10 is the guider for tubular knit fabrics.

The ring is put inside the tubular knit fabric, and it is fixed by the body from outside.
When the fabric runs, RIG-10 can widen it without hurting it till the ring setting position.

Model RIG-10
R AR Specifications
Db274=3 Ring Diameter 090, 120, 9170
28 Mass Approx, 5kg/each
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